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   Hand Showers   Hand Showers

CODE: HH230CPHP 
Chrome Plated ABS
A light modern Single spray handshower with a strong 
spray. Suitable for everyday use, and gravity fed hot 
water systems

		  Shower Head Size 103mm
	

Normal Spray

Spray Pattern

Spray Nozzle

HH210CPHP
Hand Shower Single Spray Function

Thread G1/2

Manufactured from ABS Plastic
Chrome Plated

 Neoperl Flow Control Valve 

Fits Inside

G-NT9.0

CODE: HHSYS14A     - White ABS
CODE: HHSYS14AC   - Chrome Plated ABS

	  A gentle single spray shower. Very comfortable 
   and light to hold. Specified by architects for hospitals
   and nursing homes. 
		  Shower Head Size 70mm

Fine Spray

CODE: HH112CPHP
Chrome Plated ABS

   A quality single spray shower with strong focused
   spray and self cleaning rubber nozzles. 
   Easy and light to handle. Suitable for everyday use,
   hospitals, nursing homes & home modifications.
		  Shower Head Size 84mm
		  	

Normal Spray

Spray Pattern

HH230CPHP
Hand Shower 3 Spray Function

Thread G1/2

Manufactured from ABS Plastic
Chrome Plated

Spray Nozzle

 Neoperl Flow Control Valve 

Fits Inside

G-NT9.0

CODE: HH230CPHP 
Chrome Plated ABS

   A gentle versatile massage, fine spray or combination
   hand shower, with strong massage action.
   Comfortable drenching shower 
		  Shower Head Size 85mm	
 	

Normal Spray Normal &
Massage Spray

Normal Spray Normal &
Massage Spray

208
173 173

48.3

30˚
R220.4

Ø70

Ø70

12
12

G1/2 x 14

Dada SYS14A
Hand Shower Single Spray Function

Spray Pattern

Spray Nozzle

Manufactured from ABS Plastic
Chrome Plated or White ABSINFORMATION

Minimum Water Pressure 150 kPA. / Maximum water pressure 500 kPa. 
These items are suitable for use with high pressure systems. They may not be suitable for use with gravity-fed water heaters, 
low pressure supply networks, instantaneous water heaters, tempering valves and thermostatic mixing valves. 
These products are in accordance with “AS/NZS 3662”
•	 Ensure pipe threads are clean and use PTFE tape on MI wall outlet. 
•	 Exercise care to ensure male thread does not damage flow controller. 
•	 When installing components, please do not overtighten

RIVA - SINGLE SPRAY HAND SHOWER - 8.5 L/MIN
PIPER - MULTI SPRAY HAND SHOWER - 7.5 L/MIN

DADA - GENTLE SINGLE SPRAY HAND SHOWER - 8.0 L/MINMARLIN - SINGLE SPRAY HAND SHOWER -  8.5 L/MIN


