E AXES S TRADING

DELRANA

LUXURY SHOWERS

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPCL

INCLUDES

e Selected WELS Registered Hand Shower
e Metalflex hose (2.0m or 1.5m)

e Lever Switchcock - Chrome Plated Brass
e Swivel Elbow - Chrome Plated Brass

e Wall Hook

e Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description
SYS112CPCL | Marlin Hand Shower | 8.5 L/pm | Switchcock Swivel Elbow | Wall Hook 2.0m Metalflex Hose

SYS210CPCL | Riva Hand Shower 8.5 L/pm | Switchcock Swivel Elbow | Wall Hook 2.0m Metalflex Hose

SYS230CPCL | Piper Hand Shower 7.5 L/pm | Switchcock Swivel Elbow | Wall Hook 2.0m Metalflex Hose

INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.
|

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS

AII, 11T

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.HHCPOCL

INCLUDES

e Selected WELS Registered Hand Shower
e  Metalflex hose (2.0m or 1.5m)

e Lever Switchcock - Chrome Plated Brass
e Swivel EIbow - Chrome Plated Brass

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYSHH112CPCL Marlin Hand Shower | 8.5 L/pm | Switchcock Wall Bracket 2.0m Metalflex Hose

SYSHH210CPCL Riva Hand Shower 8.5 L/pm | Switchcock Wall Bracket 2.0m Metalflex Hose

SYSHH230CPCL Piper Hand Shower | 7.5 L/pm | Switchcock Wall Bracket 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPA

INCLUDES

e Selected WELS Registered Hand Shower

e Metalflex hose (2.0m or 1.5m)

e Pinned Supply Elbow - Chrome Plated Brass
e Swivel Elbow - Chrome Plated Brass

e Wall Hook

e Neoperl Flow Regulator in Shower Head

Pl o

PRODUCTS AVAILABLE

Code Description
SYS112CPA | Marlin Hand Shower | 8.5 L/pm | Pinned Supply Elbow | Swivel Elbow | Wall Hook | 2.0m Metalflex Hose

SYS210CPA | Riva Hand Shower 8.5 L/pm | Pinned Supply Elbow | Swivel Elbow | Wall Hook | 2.0m Metalflex Hose

SYS230CPA | Piper Hand Shower | 7.5 L/pm | Pinned Supply Elbow | Swivel Elbow | Wall Hook | 2.0m Metalflex Hose

INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.
|

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS
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INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPAS3

INCLUDES

e Selected WELS Registered Hand Shower
e  Metalflex hose (2.0m or 1.5m)

e Swivel Elbow - Chrome Plated Brass

e  Wall Hook

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYS112CPA3 Marlin Hand Shower | 8.5 L/pm Swivel Elbow Wall Hook 2.0m Metalflex Hose

SYS210CPA3 Riva Hand Shower 8.5L/pm Swivel Elbow Wall Hook 2.0m Metalflex Hose

SYS230CPA3 Piper Hand Shower 7.5L/pm Swivel Elbow Wall Hook 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS
Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-

nection to avoid internal parts becoming blocked with debris.
Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the

installation complies with all requirements.
Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.
Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPAG

INCLUDES

e  Riva WELS Registered Hand Shower

e Metalflex Large Bore hose (2.0m or 1.5m)

e Pinned Supply Elbow - Chrome Plated Brass
e Swivel Elbow - Chrome Plated Brass

e Wall Hook

PRODUCTS AVAILABLE

Code Description
SYS210CPAG | Riva Hand Shower 8.5 L/pm | Pinned Supply Elbow | Swivel Elbow | Wall Hook | 2.0m Metalflex Hose

INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the

installation complies with all requirements.
Ensure pipe threads are clean and use PTFE tape on MI wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.
Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 asge



E AXES S TRADING

DELRANA

LUXURY SHOWERS
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INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPD

INCLUDES

e Selected WELS Registered Hand Shower
e  Metalflex hose (2.0m or 1.5m)

e  Supply Elbow - Chrome Plated Brass

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYS112CPD Marlin Hand Shower | 8.5 L/pm Supply Elbow 2.0m Metalflex Hose

SYS210CPD Riva Hand Shower 8.5 L/pm Supply Elbow 2.0m Metalflex Hose

SYS230CPD Piper Hand Shower 7.5 L/pm Supply Elbow 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS
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INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPDX

INCLUDES

e Selected WELS Registered Hand Shower

e Metalflex hose (2.0m or 1.5m)

e Designer Supply Elbow - Chrome Plated Brass
e Neoperl Flow Regulator in Shower Head
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PRODUCTS AVAILABLE

Code Description

SYS112CPDX Marlin Hand Shower | 8.5 L/pm Designer Supply Elbow | 2.0m Metalflex Hose

SYS210CPDX Riva Hand Shower 8.5 L/pm Designer Supply Elbow | 2.0m Metalflex Hose

SYS230CPDX Piper Hand Shower 7.5 L/pm Designer Supply Elbow | 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS
Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-

nection to avoid internal parts becoming blocked with debris.
Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the

installation complies with all requirements.
Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow

controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.
|

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS
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INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPRET

INCLUDES

e Selected WELS Registered Hand Shower
e  Metalflex hose (2.0m or 1.5m)

e  Supply Elbow - Chrome Plated Brass

e  Premier Sliding Bracket

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYS112CPRET Marlin Hand Shower | 8.5L/pm | Supply Elbow Premier Slider 2.0m Metalflex Hose

SYS210CPRET Riva Hand Shower 8.5 L/pm | Supply Elbow Premier Slider 2.0m Metalflex Hose

SYS230CPRET Piper Hand Shower 7.5L/pm | Supply Elbow Premier Slider 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS
Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-

nection to avoid internal parts becoming blocked with debris.
Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the

installation complies with all requirements.
Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS
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INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPRETAB

INCLUDES

e Selected WELS Registered Hand Shower
e Metalflex hose (2.0m or 1.5m)

e Supply Elbow - Chrome Plated Brass

e ABS Sliding Shower Bracket

e Neoperl Flow Regulator in Shower Head
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PRODUCTS AVAILABLE

Code Description

SYS112CPRETAB Marlin Hand Shower | 8.5 L/pm | Supply Elbow ABS Shower Bracket |2.0m Metalflex Hose

SYS210CPRETAB Riva Hand Shower 8.5L/pm | Supply Elbow ABS Shower Bracket | 2.0m Metalflex Hose

SYS230CPRETAB Piper Hand Shower 7.5 L/pm | Supply Elbow ABS Shower Bracket | 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow
controller. When installing components do not overtighten.

WARRANTY

Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.
|

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS

AII, 11T

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPSB

INCLUDES

e Selected WELS Registered Hand Shower
e  Metalflex hose (2.0m or 1.5m)

e  Supply Bracket - Chrome Plated Brass

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYS112CPSB Marlin Hand Shower 8.5 L/pm Supply Bracket 2.0m Metalflex Hose

SYS210CPSB Riva Hand Shower 8.5 L/pm Supply Bracket 2.0m Metalflex Hose

SYS230CPSB Piper Hand Shower 7.5L/pm Supply Bracket 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow

controller. When installing components do not overtighten.
WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.

WWW.AXESSTRADING.COM.AU 1300 138 086



E AXES S TRADING

DELRANA

LUXURY SHOWERS

INFORMATION SHEET FOR - HAND SHOWER SETS

SYS.CPSBB

INCLUDES

e Selected WELS Registered Hand Shower
e Metalflex hose (2.0m or 1.5m)

e  Supply Bracket - Chrome Plated Brass

¢ Neoperl Flow Regulator in Shower Head

PRODUCTS AVAILABLE

Code Description

SYS112CPSBB Marlin Hand Shower | 8.5 L/pm Supply Bracket 2.0m Metalflex Hose
SYS210CPSBB Riva Hand Shower 8.5 L/pm Supply Bracket 2.0m Metalflex Hose
SYS230CPSBB Piper Hand Shower 7.5 L/pm Supply Bracket 2.0m Metalflex Hose
INFORMATION

Minimum Water Pressure 150 kPA. / Maximum Water Pressure 500 kPa.

This Item is suitable for use with high pressure systems.

This item may not be suitable for use with gravity-fed water heaters, low pressure supply networks,
instantaneous water heaters, tempering valves and thermostatic mixing valves.

This product is in accordance with “AS/NZS 3662”

INSTALLATION INSTRUCTIONS

Installation of shower systems must be carried out by a licensed plumber, and all new pipe work must be flushed before con-
nection to avoid internal parts becoming blocked with debris.

Reference to Australian Standard requirements is recommended together with state and territory legislation to ensure the
installation complies with all requirements.

Ensure pipe threads are clean and use PTFE tape on Ml wall outlet. Exercise care to ensure male thread does not damage flow

controller. When installing components do not overtighten.

WARRANTY
Axess Trading Products are guaranteed, subject to the product being used for the purpose for which it was designed.

Please contact us for our complete warranty certificate.
|

WWW.AXESSTRADING.COM.AU 1300 138 086



